1. FOUNDATION DESIGN IS BASED ON THE GEOTECHNICAL INVESTIGATION REPORT

6. UTILITY LINES SHALL NOT BE PLACED THROUGH OR BELOW FOUNDATIONS WITHOUT FUTURE LOADS: UNLESS SPECIFICALLY NOTED, THERE ARE NO PROVISIONS

9. SEE ARCHITECTURAL DRAWINGS FOR FLOOR ELEVATIONS, FLOOR SLOPES, AND

6. DO NOT SCALE DIMENSIONS FROM DRAWINGS. THE CONTRACTOR SHALL REQUEST,

3. THE STRUCTURE HAS BEEN DESIGNED TO RESIST DESIGN LOADS ONLY AS A GENERAL

DRAWINGS OF ALL SUCH CONDITIONS PRIOR TO CONSTRUCTION.

REQUIREMENTS.

6. CONTRACTOR PERFORMING EPOXY WORK SHALL BE AN APPROVED CONTRACTOR BY

2. MANUFACTURER'S DATA FOR ALL EPOXY AND EPOXY GROUT SHALL BE SUBMITTED

4. ALL HOLES SHALL BE DRILLED WITH A DIAMETER NO LARGER THAN 1/8"

3. ALL MEMBERS SHALL HAVE A MINIMUM YIELD STRENGTH OF 33 KSI.

8. SEE THE ARCHITECTURAL AND STRUCTURAL DRAWINGS FOR ALL ITEMS REQUIRED

6. SPLICING OF STRUCTURAL STEEL MEMBERS IS PROHIBITED WITHOUT PRIOR

5. WHERE STEEL MEMBERS ARE WELDED AND NO SIZE IS SPECIFIED, PROVIDE

14. EMBED PLATES MUST BE SET IN THE FORM BEFORE POURING CONCRETE, NOT